STÛV 6
A PERFECT BLEND
OF DESIGN AND TECHNOLOGY

NEW PRODUCT LINE

STÛV 6

AN INNOVATIVE CONCEPT

THE ESSENTIAL FIRE
The Stûv 6 owes its name to the distinctive shape of its inner profile. Stûv designers searched
for the most efficient shape to optimize airflow through natural ventilation. Concealing the
technical complexities, the result is a signature shape everyone recognizes : the 6.

STÛV 6
COMPACT WITH A WIDE ANGLE VIEW
Offering both a wide view of the fire and a compact frame, the Stûv 6 wood insert is easy to install in any
masonry fireplace. Whether you want to replace an old-generation insert, or to give your old hearth new
life, the Stûv 6 will help you move towards a more efficient and environmentally friendly solution.

Stûv 6 - 46 x 55

Stûv 6 - COMING SOON
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STÛV 6

STÛV 6

MODELS

SHAPE & FUNCTION

FIRE IN WIDESCREEN
Stûv 6 - 46 x 55

Stûv 6 - 66 x 50

Stûv 6 - 76 x 55

The shape of the door frame and the combustion chamber
has the advantage of offering a wide view of the fire while
requiring little hearth space. The cast iron combustion
chamber maximizes the unit’s performance and durability.
The new Stuv 6 is a wood fireplace insert that adapts
perfectly to the dimensions of old fireplaces which meets
today’s needs : performance, environment and beautiful fires.

STÛV 6
FINISHING FRAMES

BUILT-IN HANDLE
Thin-edge frame

Adjustable picture-type frame

Steel surround

The door handle is located underneath the unit
in a heat protected area, making reloading simple
and safe.

Stûv 6 - 76 x 55
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STÛV 6

STÛV 6

INSTALLATION

SMOKE OUTLET & OUTSIDE AIR INLET

Thanks to its installation casing, the Stûv 6 is very simple to install. This casing allows easy connection to the flue
and air inlet (1). Once the connections have been secured to the casing, the insert is slid and sealed into it (2). All
you need to do is install the door (3) and the chosen finishing frame (4) and that’s it.

1
SMOKE OUTLET

2

The Stûv 6 offers the possibility of a vertical (1) or angled (2)
flue useful for connecting to a more remote duct.
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OUTSIDE AIR INLET
The Stûv 6 is equipped with two outside air inlet options,
one located below (A) and the other at the rear (B).
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COMBUSTION
1. The air required for combustion can either be taken from the
room via the front of the insert, or via an outside air inlet (see
options A or B).

SPECIFICATIONS AND DIMENSIONS

2. Air injectors at the top of the combustion chamber allow for
a second combustion of the gases this reduces the release
of fine particulates into the air.
3. Once burned, the smoke is evacuated through the flue.

46 x 55

66 x 50

76 x 55

Width x Height x Depth

18” x 22” x 16 1⁄ 2”

26” x 20” x 16 1⁄ 2”

30” x 22” x 16 1⁄ 2”

Maximum length of logs

8”

16”

20”

Models

Firebox size
Glass width x height
Chimney size
Weight

0,7 ft

1,1 ft

1,5 ft3

12 1⁄ 2” x 14”

20 1⁄ 2” x 12”

24 1⁄ 2” x 14”

ø 5"

ø 6"

ø 6"

135 lb

170 lb

190 lb
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4. The air flow along the glass keeps the glass clean while
increasing the unit’s efficiency.

CONVECTION
5. The air taken from the room via the front of the unit circulates
along the combustion chamber and absorbs the heat.
6. Once heated, the ambient air naturally exits through the top 		
frame of the unit. A fan (optional) which requires no additional
space in the hearth is also available.
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